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EPAL Nails
90mm +2/-2
(alternaƟve 80mm +5/-2)

Nail type 1:
27 pcs.

45mm +5/-2Nail type 2:
36 pcs.

Nail type 3:
18 pcs.

70mm +2/-2
(alternaƟve 60mm +5/-2)

Nail type 4:
36 pcs.

35mm +2/-0
Part list

PosiƟon of the
EPAL control staple

Marking CP3
EPAL licence number
Producer and EPAL in Oval

opƟonal: FOR50
IPPC / ISPM 15 marking

EPAL in ovalEPAL ID number
Marking CP3IPPC / ISPM 15 marking

opƟonal: FOR50

Height of entry
102mm +4/-2mm

Height of entry
98mm +4/-3mm

min.
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min. 40mm
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Technical Drawing
EPAL CP3

1  2  Outer deck board  1140x120x18
2  6  Intermediate deck board   1140x80x18
3  1  Central deck board  1140x120x18
4  3  Stringer   1140x100x22
5  9  Block    135x80x80
6  3  BoƩom board 1140x135x18
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+3/-3  +2/-2  +4/-1
+3/-3  +2/-2  +3/-0
+2/-3  +2/-3  +2/-2
+3/-3  +2/-2  +4/-1

Part No. QTY Component-
descripƟon

Nominal dimensions
L / W / H or T (mm)

Tolerances
L B H or T (mm)
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